


BIG 6.0 BIG 4.5 BIG 3.0 BIG 2.0

GENERAL TECHNICAL CHARACTERISTICS

Profine® BIG standard versions have 3/8” in-out threaded 
male fittings for quick assembly. 
Additionally, where applicable, a fixed or adjustable by-pass 
is integrated in the head with cartridge.

Height: 451 mm
Diameter: 171 mm

Height: 381 mm
Diameter: 167 mm

Height: 374 mm
Diameter: 137 mm

Height: 285 mm
Diameter: 134 mmProfine® BIG water treatment systems have been designed to be particularly long-lasting 

in all their variants. 
The entire BIG line features the unique Profine® technology already used in the coloured 
Profine® filters.
The Profine® BIG line consists of four versions, 2.0, 3.0, 4.5 and 6.0, available with various 
connection options and an optional integrated by-pass.

ISO 14001

ISO 9001

certified company

Profine® BIG Filters to refine so much water



The Profine® BIG line boasts a typical interior of various 
treatment stages:

 coarse active carbon pre-filter
 large surface area lamellar type upper distributor
 ion-exchange or absorbing media bed
 bacteriostatic action active carbon lower distributor or 

	 specific diffuser

Technology with the following advantages:  

 always good and safe water
 facilitates the smooth operation of the machine
 prevents wear in the application it feeds



MICROFILTRAZIONE PER L’ACQUA

The Profine® BIG Gac cartridge includes several 
treatments in one multi-stage product: 

•	removes organic components and pesticides
•	removes bad odours and off-tastes
•	removes chlorine compounds
•	has a final bacteriostatic action microfiltration stage
•	has has an extended autonomy

DECHLORATION, CLARIFICATION
AND MICROFILTRATION



WATER LABEL
parameter normative reference

D.lgs. 31/2001 testing water treated water note

Alluminium 0,20 mg/l ≥ 0,006/≤ 0,012 mg/l ≥ 0,004/≤ 0,002 mg/l

Ammonium (NH4) 0,50 mg/l 0,00 mg/l 0,0 mg/l

pH ≥ 6,5 e ≤ 9,5 ≥ 8,2  e  ≤ 8,3 ≥ 8,1 / ≤ 8,4 mg/l

Iron ≤ 0,20 mg/l ≥ 0,15 / ≤ 0,17 mg/l ≥ 0,003/≤ 0,005 mg/l

Pseudomonas Aeruginosa 0 UFC/250 ml 0 UFC/250 ml 0 UFC/250 ml *

Sulphate ≤ 250 mg/l ≥ 29,1 e ≤ 30,5 mg/l ≥ 23,9 / ≤ 28,1 mg/l

Bacteria growth 22 °C / 37 °C 0 UFC/250 ml --- 0 UFC/250 ml *

Coliform bacteria 37 °C 0 UFC/250 ml 0 UFC/250 ml 0 UFC/250 ml *

Active chlorine 0,20 mg/l ≥ 0,09 / ≤ 0,12 mg/l  ≥ 0,02 / ≤ 0,04 mg/l -85%

*check after 60 days of no use

Thanks to the multi-stage design in the exclusive formulation of granular coal, the 
Profine® BIG Gac cartridge refines the water’s qualities exalting taste of drinks 
that will be free from organics, pesticides, odours and unpleasant tastes. It is also 
equipped with a final Profine® Carbon Block microfiltration stage which guarantees 
a bacteriostatic action. The exclusive design of the attachments on the cartridges 
reduces bulkheads making replacement easy, it does not require a big space for 
removing the cartridge and leaves free more than 30% of space.

The Profine® BIG Gac cartridge is part of a wide range of Profine® products tested 
and designed to meet all needs. It is ideal in professional use where large quantities 
of refined water are necessary. The cartridge must only be fed with cold water.

beverage

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

80.000 l 90.000 l 135.000 l 180.000 l
Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS



The Profine® BIG Ocra cartridge includes several 
treatments in one multi-stage product: 

•	Removes total water hardness
•	Does not alter the pH
•	Resin certified for food use
•	Equipped with integrated adjustable by-pass
•	Complies with Regulation EC 1935/2004

TOTAL WATER HARDNESS 
REDUCTION



With its powerful cationic resin and adjustable by-pass, the Profine® BIG Ocra 
cartridge refines water qualities, enhancing the flavour of coffee and other beverages. It 
provides vital protection for the machine’s technology by preventing the accumulation 
of limescale. It has an exclusive by-pass integrated in the cartridge head. The 
exclusive design of the fittings stamped directly on the filter cartridge reduces fitted 
and replacement space requirements, allowing 30% more free space, and facilitates 
replacement by unskilled personnel. 

The Profine® BIG Ocra cartridge is part of a wide range of Profine® products tested 
and designed to meet all demands. It is ideal for use with automatic drink dispensers 
and coffee machines. The cartridge must only be fed with cold water.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY WITH 
BY-PASS IN POSITION 3 (III)

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

1680 l 2500 l 3800 l 5000 l

Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

steam ovenscoffee beverage



The Profine® BIG Brown cartridge includes several 
treatments in one multi-stage product: 

•	prevents limescale accumulation  
•	extends the life-cycle as much as possible
•	pH reduction
•	guaranteed long life-cycle
•	final bacteriostatic action microfiltration stage
•	equipped with integrated adjustable preset in 

position 3 
•	reduces chlorine compounds
•	resin certified for food use
•	complies with Regulation EC 1935/2004

LIMESCALE REDUCTION
& MICROFILTRATION



With its weak cationic resin and adjustable by-pass, the Profine® BIG Lilac cartridge 
refines water qualities, enhancing the flavour of coffee and other beverages. It provides 
vital protection for the machine’s technology by preventing the accumulation of 
limescale. It has an exclusive by-pass integrated in the cartridge head. The exclusive 
design of the fittings stamped directly on the filter cartridge reduces fitted and 
replacement space requirements, allowing 30% more free space, and facilitates 
replacement by unskilled personnel.
 
The Profine® BIG Lilac cartridge is part of a wide range of Profine® products tested 
and designed to meet all food service, catering and automatic distribution demands. 
It is ideal for use with automatic drink dispensers and coffee machines. The cartridge 
must only be fed with cold water. 

steam ovenscoffee beverage

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY WITH 
BY-PASS IN POSITION 3 (III)

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

2850 l 4250 l 6370 l 8500 l

Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS



The Profine® BIG Cream includes several treatments in 
one multi-stage product: 

•	prevents limescale accumulation 
•	maintains a constant pH and optimal operational cycle
•	guaranteed long life-cycle
•	final bacteriostatic action microfiltration stage
•	reduces chlorine compounds
•	resin certified for food use
•	complies with Regulation EC 1935/2004

LIMESCALE REDUCTION 
WITH PH CONTROL & MICROFILTRATION

violet



Thanks to its multi-stage design with exclusive specific ion-exchange bed, which 
guarantees a long life-cycle while maintaining a constant pH, the Profine® BIG 
Violet cartridge refines water qualities, enhancing the flavour of coffee and producing 
a coffee surface cream of perfect colour and consistency. It also provides vital 
protection for the machine’s technology, maintaining a constant pH throughout its 
life-cycle and providing optimal protection against corrosion.
The exclusive design of the fittings stamped directly on the filter cartridge reduces 
fitted and replacement space requirements, allowing 30% more free space, and 
facilitates replacement by unskilled personnel.

The Profine® BIG Violet cartridge is part of a wide range of Profine© products 
tested and designed to meet all food service, catering and automatic distribution 
demands. It is ideal for use with automatic drink dispensers and coffee machines. 
The cartridge must only be fed with cold water.

violet
LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

2000 l 3000 l 4500 l 6000 l

Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS

steam ovenscoffee beverage



The Profine® BIG Pfas includes several treatments in 
one multi-stage product: 

•	removes Perfluoroalkyl (PFAS)
•	has a final bacteriostatic action microfiltration stage
•	removes bad odours and off-tastes
•	removes chlorine compounds

PFAS REDUCTION
AND MICROFILTRATION



parameter
normative reference

D.lgs. 31/2001
testing water treated water note

Pfas --- 250 ng/l 0,0 ng/l

Alluminium 0,20 mg/l ≥ 0,006/≤ 0,012 mg/l ≥ 0,004/≤ 0,002 mg/l

Ammonium (NH4) 0,50 mg/l 0,00 mg/l 0,0 mg/l

pH ≥ 6,5 e ≤ 9,5 ≥ 8,2  e  ≤ 8,3 ≥ 8,1 / ≤ 8,4 mg/l

Iron ≤ 0,20 mg/l ≥ 0,15 / ≤ 0,17 mg/l ≥ 0,003/≤ 0,005 mg/l

Pseudomonas Aeruginosa 0 UFC/250 ml 0 UFC/250 ml 0 UFC/250 ml *

Sulphate ≤ 250 mg/l ≥ 29,1 e ≤ 30,5 mg/l ≥ 23,9 / ≤ 28,1 mg/l

Bacteria growth 22 °C / 37 °C 0 UFC/250 ml --- 0 UFC/250 ml *

Coliform bacteria 37 °C 0 UFC/250 ml 0 UFC/250 ml 0 UFC/250 ml *

Active chlorine 0,20 mg/l ≥ 0,09 / ≤ 0,12 mg/l  ≥ 0,02 / ≤ 0,04 mg/l -85%

*check after 60 days of no use

Thanks to the multi-stage design combining selective nitrates resin and the Profine® 
Carbon Block technology, the Profine® BIG PFAS cartridge offers the guaranty of 
a safe and good Water by eliminating nitrates. Profine® BIG PFAS refines water 
quality by allowing you to have nitrate-free drinks. It also eliminates unpleasant 
smells and flavors and guarantees a bacteriostatic action.The exclusive design of 
the attachments directly on the cartridge reduces the size and makes replacement 
easy.

The Profine® BIG PFAS cartridge is part of a wide range of Profine® products tested 
and designed to meet all needs. It is ideal in professional use where large quantities 
of refined water are necessary. The cartridge must only be fed with cold water. 

beverage

WATER LABEL

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

10.000 l 15.000 l 22.500 l 30.000 l
Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.



The Profine® BIG Arsenic cartridge includes several 
treatments in one multi-stage product: 

•	removes arsenic
•	has a final bacteriostatic action microfiltration stage
•	removes bad odours and off-tastes
•	removes chlorine compounds

MICROFILTRATION AND 
ARSENIC REMOVAL IN DRINKING WATER



\

Thanks to the multi-stage design combining selective arsenic resin, free of unwanted 
releases, and the Profine® Carbon Block technology, the Profine® BIG Arsenic 
cartridge offers the guaranty of a safe and good Water by eliminating all forms of 
arsenic As

3
 and As

5
. Profine® BIG Arsenic refines water quality by allowing you 

to have arsenic-free drinks. It also eliminates unpleasant smells and flavors and 
guarantees a bacteriostatic action.The exclusive design of the attachments directly 
on the cartridge reduces the size and makes replacement easy.

The Profine® BIG Arsenic cartridge is part of a wide range of Profine® products 
tested and designed to meet all needs. It is ideal in professional use where large 
quantities of refined water are necessary. The cartridge must only be fed with cold 
water and mounted in vertical position.

beveragetechnological use

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

20.000 l 30.000 l 45.000 l 60.000 l

Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS



The Profine® BIG Nitrates cartridge includes several 
treatments in one multi-stage product: 

•	removes nitrates
•	final bacteriostatic action microfiltration stage
•	removes bad odours and off-tastes
•	removes chlorine compounds

REDUCTION OF NITRATES IN WATER 
AND MICROFILTRATION

nitrates



Thanks to the multi-stage design combining selective nitrates resin and the Profine® 
Carbon Block technology, the Profine® BIG Nitrates cartridge offers the guaranty 
of a safe and good Water by eliminating nitrates. Profine® BIG Nitrates refines 
water quality by allowing you to have nitrate-free drinks. It also eliminates unpleasant 
smells and flavors and guarantees a bacteriostatic action.The exclusive design of 
the attachments directly on the cartridge reduces the size and makes replacement 
easy.

The Profine® BIG Nitrates cartridge is part of a wide range of Profine® products 
tested and designed to meet all food service, catering and automatic distribution 
demands. It is ideal for use with automatic drink dispensers and coffee machines. 
The cartridge must only be fed with cold water and mounted in vertical position.

nitrates

technological use

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

1.000 l (@60 l/h) 1.500 l (@90 l/h) 2.250 l (@135 l/h) 3.000 l (@180 l/h)

Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS

beverage



yellow
Profine® BIG Yellow cartridge: 

•	exchanging anions and cations removes completelythe 
salinity of the water

•	provides anti-corrosion protection for machines
•	water only for professional or industrial use

TOTAL DEMINERALIZATION
OF WATER

non drinkabletechnological use



yellow
Thanks to the unique formulation of the bed of specific ion exchangers, the Profine® 
BIG Yellow cartridge refines the water qualities to give salt-free water.It also offers 
protection for machine technology, providing protection against corrosion.The 
unique design of the attachments directly on the filter cartridge reduces the size 
and facilitates replacement.

The Profine® BIG Yellow cartridge is part of a wide range of Profine® products 
tested and designed to meet all your needs. It is ideal for use in professional and 
industrial areas where water without salts is needed..

LIFE-CYCLE ACCORDING TO RESIN EXCHANGE CAPACITY

BIG 2.0 BIG 3.0 BIG 4.5 BIG 6.0

390 l 580 l 875 l 1.170 l

Total hardness of water to be treated 10° dH

During operation the actual capacity is higher than indicated. The life-cycle may vary considerably depending on particular 
conditions of use and has been calculated on the basis of relations between equipment and use applications. Due to 
external factors (such as variable water quality), data may vary from those indicated.

Operating pressure:		  Min. 2 - Max. 6 bar (0.2 - 0.6 Mpa)

Temperature:			   Min. 4 - Max. 30°C (39 - 86 °F)

IN-OUT fittings:			  3/8” male

TECHNICAL SPECIFICATIONS



made in italy by
Thinkwater srl for 

Profine srl
Via delle Pezze 35 

 35013 Cittadella (PD)
Italy

tel: + 39 049 9403526
fax: +39 049 8598579

mail: info@profinefilter.com

profine.it

I dati tecnici riportati sono puramente indicativi e soggetti a cambiamenti e migliorie senza preavviso 
Reported technical data is purely indicative and subject to change and to be improved without prior notice


